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Instruction manual for Electric firepit  

UNLOAD PACKAGING 

1. open the package 

2. take up-protect fiber out  

3. take fireplace out  (below diagram) 

4. find the screw out and fit on the feet . 
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06 Up -Protect fiber 2 

05 fireplace 1 

04 feet 4 

03 Screw for fit the feet 12 

02 Down- Protect fiber 2 

01 parking chest 1 

serial number name quantity 
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PLACEMENT 

This free-standing heater is designed to be placed on a hard, level surface. When 

positioning, please keep the following points in mind: 

 The fireplace heater must not be located over a fixed electrical socket. The socket 

must always be accessible in order to disconnect the heater from the electrical supply 

for maintenance or cleaning. 

 Keep hearth rugs and other soft furnishings away from the front of the heater. They 

could obstruct the free flow of hot air from the fan and damage both soft furnishings 

and heater. 

 

CONTROLS 

Never cover the heater or obstruct the opening at the base of the heater, this could cause 

overheating and, consequently, risk of fire. 

Location of Controls  

The following switches are located under the controls cover, on the front of the heater. 

 

 

123   

  

 

 

 

                        

1. Flame dimmer control     - Adjust to set flame intensity 

2. Heat switch         -  low heat setting 

3. Heat Switch          - High heat setting 

CLEANING AND CARE 

 

 Before cleaning, always remove the plug from the electrical socket. Ensure that the unit 

is cool enough to work on. 

 Do not use harsh chemicals or solvents to clean this product and avoid using abrasive 

cleaning agents. 

 The heater and glass parts need only to be wiped clean with a dry, soft cloth; do not 

use polishes or abrasive materials. 

 Do not immerse in water or any liquid when you clean it. 

 Use a slightly damp, lint-free cloth to clean this appliance. 
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RETURN PROCEDURE DECORATIVE FIREPLACES  

DESIGN 

 

All our fireplaces are guaranteed for 1 year parts and labor. If 

during this period there were a  malfunction of your product, please 

follow the return procedure below (if baught in France) or contact your dealer if baught in 

any other European countries : 

- Above all else, call customer service at 0951 634 467 

to determine the cause of the problem and the solution to. 

- Package the defective chimney in its original packaging. 

Make sure it is properly protected (especially at the 

corners). 

- Attach to the original parcel receipt by circling the date 

purchase (no photocopies will be accepted) and the name and 

the return address of the recipient. 

- Send it at your expense, to: EFYDIS, 4 allée de l’olivet, 07300 

St Jean de Muzols. 

- We will repair or replace your defective fireplace 

 and return it to you at our expense at the adress 

mentioned with the package (address in France). 

- We will also return the receipt, dated and 

buffered to revalidate the warranty. 

 

If you have questions or comments, please contact us at 

contact@efydis.fr or www.cheminarte.com or call 0951 634 467 (local call rate). 

 

 

SPECIFICATIONS 

POWER SUPPLY: 220 – 240V ~ 50Hz 

POWER CONSUMPTION: 1700W~1800W 

 

Disposal 

 

Environmental Protection 

Waste electrical production should not be disposed of with 

household waste. Please recycle where facilities exist. Check with 

your Local Authority or retailer for recycling advice.  

 

 


