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The photo is only indicative. The real product may appear slightly different in color. 

 

 

 



SAFETY WARNINGS 

Read the instructions carefully before using the device. 

CAUTION: Failure to follow the operating instructions and safety warnings may result in damage to the 

equipment or injury to persons. 

 Carefully follow the instructions and warnings in this manual. 

 Do not allow children to handle or play with this appliance. 

 Always deactivate the pool filter system before working on the solar collector. 

 Do not place the collector too close to the pool: always maintain an adequate distance. 

 Do not use petroleum-based lubricants; petroleum will attack the plastic components of the manifold. 

 This appliance is not intended for use by persons (including children) with reduced sensory or mental 

capabilities, or lack of experience and knowledge, unless they are supervised by a person responsible 

for their safety or have received instructions on the safe use of the appliance. 

 Children should be supervised to ensure that they do not play with the appliance. 

 

1) GENERAL INFORMATION 

1.1.1) Requirements for the installation of a solar collector 

The solar collector you have purchased is designed for in-ground and above-ground pools and is easy to 

install and operate. 

The installation instructions have been written based on the following requirements: 

a) You have a fully assembled swimming pool full of water 

b) The pool has a filtration system. 

c) You have the necessary connection pipes to supply water to the pool and the filtering system (Ø 32/38 

mm). 

These are the prerequisites so that the solar collector, once mounted and connected to the filter pump, 

can convey water through the solar chambers. 

1.1.2) Operation (see Fig. 1) 

After assembling the collector, install the unit between the filter system and the pool using the two pipe 

connections.  The pipe connection conveys the cold water from the filtration system to the solar chambers 

of the collector. The water is heated by the sun's rays inside the collector and conveyed to the pool 

through the second connection pipe. 

A = supply from the filter unit to the solar collectorB  

= supply from the solar collector to the pool  

inlet nozzles  

The heating of the water depends on the following factors: flow rate and level of sunshine.  

The solar heating only works efficiently when there is sunshine. If there is  

no sunshine, e.g. due to bad weather, the unit can remain connected to the pump as this only causes a 

small loss of pressure at the pump. 

 

 



1.1.3) Tools and accessories required 

The following tools, not included in the package, are required for installation: 

 Phillips screwdriver 

 Slotted screwdriver 

 

1.1.4) Where to install the solar collector 

When installing the solar collector, choose a location with maximum exposure to sunlight. 

 Never place the solar collector above the pool water level. 

 Keep a sufficient distance from the pool (safety distance) 

 The solar collector must be positioned so that it is exposed to the best possible sunlight. 

 

1.1.5) Maintenance 

The solar collector must not be exposed to cold. Before the start of the winter season or when the pool is 

no longer in use, the solar collector must be stored in a frost-free place. All parts may be rinsed or cleaned 

ONLY WITH WATER. Do not use detergents of any kind as they may damage the protective cover. 

 

1.1.6) Storage during the winter period 

Drain all the water from the solar collector by closing the pipes. The collector must be stored in a frost-free 

place during the winter. 

Ensure that there is no water inside the collector as this may freeze. Frozen water expands and may 

damage the solar chambers as a result. 

 

2. TECHNICAL DATA 

 

2.1.1) Solar collector SOLAR-BALL / Pyramid 1000 

 Measurements: 55x55x27 cm 

 Maximum pressure: 1 bar at 20°C 

 Water flow rate: max. 7,500 l/h 

 Water content in the collector: 5 litres 

 

2.1.2) Solar collector SOLAR-2000 / Domo 2000 

-Measurements : 78x78x42 cm 

 -Maximum pressure : 2 bar at 20°C 

 -Water flow rate : max 10,000 l/h 

 -Water content  in the collector: 9 litres 

 

3. INSTALLATION 



 

3.1.1) Assembly instructions 

Before installing the manifold, turn off the filtration pump and close all water inlets. 

 

Solar collector SOLAR-BALL / Pyramid 1000 

 Open the feet at the bottom of the collector - see Fig. 2,3. 

 Fit the 2 adapters to the bottom of the solar collector - see Fig. 4,5,6. 

 Connect the pipes between the filter system, the solar collector and the pool 

 Installation with 32 mm pipe connection: slide the connection directly onto the adapter and secure 

with the pipe clamp - see Fig. 7. 

 Mounting with 38 mm hose connection: See Fig. 8,9,10 - First slide the rubber reducer 32/38 onto 

the adapter. Then slide the 38 mm hose onto the reducer and secure with a clamp. 

Solar collector SOLAR-2000 / Domo 2000 

Connection between solar collector and swimming poolFor  

swimming pools with Ø 32 mm or Ø 38 mm  

pipe, follow the instructions below: 

 Attach the pipe to the return fitting on the underside of the manifold. 

 Use a clamp to secure the pipe to the return connection - see Fig. 13. 

A: Pool return pipe 

B: Reduction, if necessary 

C: Hose clamp 

D: Return connection 

 

 

Correct positioning of the solar collector 

Attach the two support feet to the bottom of the unit and orient the collector in the direction of the 

sun. Make sure that the collector is placed on a stable and level surface. 

The unit should be installed as shown in Figure 14. 

A: Flow pipe to pool  

B: Inlet pipe from filter/pump  

C: Return connection  

D: Flow connection 

Ensure that all pipe connections are tight and that pipes are not kinked or bent. In case of leakage 

check that all O-rings are correctly fitted and that all connections are tight.  

Warning: do not over tighten the clamps (torsion 15 Kg). 

 

Installation of several solar collectors 

If you wish to increase the heating capacity, you can connect several collectors together using a Ø 

32/38 mm swimming pool pipe. 

However, depending on the capacity of the filter system, it is recommended not to connect more than 

2 collectors. 



Note: The use of a bypass kit is strongly recommended. (see Fig. 15) 

The use of a bypass not only allows optimum control of the heating but also of the water flow 

depending on the performance of the filtration system. 

 

4. FIRST USE 

Once the solar collector is mounted and the hoses are connected to the filter pump and pool, open the 

water supply and make sure the water is flowing through the hose. Then activate the filter system. Water 

bubbles will come out of the inlet nozzle in the pool. This happens because air is being expelled from the 

solar collector. If bubbles continue to escape for more than 2-3 minutes, check the system connections 

for tightness.  

 

Note: We recommend covering the pool overnight to prevent heat loss. 

 

 

5. PROBLEMS AND SOLUTIONS 

 

Problema Cause/Solution 

Pool water does not heat up 

* Make sure water is flowing through hoses. 

* Is exposure to the sun sufficient? 

* Use maximum solar radiation and increase the run time of the 

filtration pump. 

* Cover the pool at night to prevent heat loss 

* More solar collectors may be needed 

No initial gurgling after connecting 

the collector to the pump 

* Check the filtration system and make sure water flows from the pool 

through the filter pump, then through the solar collector and then 

back to the pool through the connecting pipe 

After the pump is turned on, air 

bubbles are coming out of the pool 

return line 

* Check that the hoses are not damaged 

* Check that the hose clamps are correctly tightened 

Water leakage 

* Check the seals of the pipes 

* Check that the hose clamps are correctly tightened 

* Check hose connections for cracks or damage 

 



 

 

 

Cleaning 

Use commercially available cleaners for cleaning. Do not use cleaning agents containing solvents, abrasive 

cleaners or hard sponges, brushes, etc. 

 



 

Warranty 

The provisions in force in the European Community apply. 

SINED products have a 2-year warranty from the date of purchase against defects in materials and 

workmanship. 

 The warranty does not cover components subject to wear. 

 The warranty does not cover damage due to incorrect assembly, improper use and incorrect maintenance 

(e.g. use of inappropriate cleaning agents).  

 Damage resulting from the use of non-original spare parts is not covered by the warranty. 

 The warranty does not cover any damage resulting from work not carried out by specialized technicians. 

 Damage due to frost, limescale or other impurities is not covered by the warranty. 

 

In the presence of problems covered by the warranty, the product must be returned to the seller.  

 The product must be carefully packaged and complete with all its parts and accessories; 

 Must be described in detail the reason for return and provided proof of purchase (invoice or receipt); 

 Return shipping costs are the responsibility of the buyer; 

 The returned product will be checked by the seller and repaired or replaced at the sole discretion of the 

seller.  
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